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When versatility & high-speed matters
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EXPLORER™ 700

* Versatility:
» Provides multiple interfaces to support a wide
range of applications. Ideal for video streaming
applications and large file transfer. Smaller
workgroups sharing a temporary or semi-permanent
office environment.

* High-speed:
» Fastest BGAN terminal.
» Supports Inmarsat’'s BGAN X-Stream.

* Rough environments:
» Designed to withstand severe environmental
conditions such as humidity, dust, extreme weather
and changing temperatures
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EXPLORER™ 700

Key Features

EXPLORER Update

Simultaneous voice and data
communications.

Download up to 492kbps, upload up
to 492kbps.

Support for streaming IP at 32, 64,
128, 256 and 384+kbps.

LAN, USB, Bluetooth and phone/fax
interfaces.

Single-user and multi-user terminal
through DHCP/NAT/PAT.

Easy setup and operation.

Light weight, robust and durable
design.

Detachable antenna
Wireless Access Point

Extra power solutions with Solar
panel and Fuel cell

DC input range from 10 V DC to
32V DC.

High capacity battery.
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EXPLORER™ 700

Software release 3.04

* Features
» BGAN X-Stream
» BGAN 176 kbps streaming support
» Remote Management features
» Core software same as BGAN-X
» Handling of new Satellite positions
» SIP server

« Advantage
» Better performance

 Value

» New features in future more rapidly
deployed to all terminals

EXPLORER Update
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EXPLORER™ 700

Key Specifications

LCD display with 5 on unit buttons

2 i EA[I)\IN Built-in web interface for easy set up and
2 x Phone/Fax RJ11 configuration
BT handset charger
I/0 Pins Li-lon battery
USB Standby time: 36hrs
DC input (10-32V) Operating time:
Bluetooth (100m) 492 kbps Rx 3h 30m
Built-in WiFi hotspot 492 kbps Tx 1h 30m
Built-in GPS Standard voice: 3h
Standard data (PS)
Up to 492/492 Kbps (. Streaming dgta (Q0S)(32, 64, 128, 256kbps)
==" simultaneous Standard voice (CS)
Premium voice (& fax) (CS)

Simultaneous CS & PS

AT Weight: ~3.2 kg .if':'-f;—.:hj_~1 Environmental protection:
S 4 i S 4 7.0 Antenna: IP-66

Transiever: IP-52

Dust and spray proof
EXPLORER Update .



EXPLORER™ 700

What's in the box

* EXPLORER™ 700 Terminal

*  AC/DC power supply

« TT3686P Li-lon Battery
* 2m LAN cable

* Antenna cable 41.5cm
* Antenna cable 10m

« USB cable

* CD-ROMs with
» Quick Guide
» Getting Started
» User Manual
» Inmarsat LaunchPad

EXPLORER Update
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176 kbps streaming

* New Inmarsat streaming service
¢ June 2010 launch

«  Will allow more streaming
connections more of the time

« Effectively doubles capacity
o 2 x 176kbps per channel
¢ Symmetrical

* “Pure” video throughput increase
from 128kbps

* Enables better network
management and end-user
experience

EXPLORER Update
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BGAN X-Stream

* High-end streaming IP service
from Inmarsat

¢ Minimum guaranteed speed of
384 kbps

EXPLORER Update
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Li W o VN

EXPLORER™ 300 EXPLORER™ 00 EXPLORER™ 700
Streaming IP (QoS) 32 & 64 kbps 32, 64 & 128 kbps 32, 64, 128 & 256 kbps
Premlum Voice 3.1kHz Audio 3.1kHz Audio
Ethernet Yes - 2 ports
__

USB (slave)

__
Bluetooth Yes - Class 2 Yes - Class 1 Yes - Class 1
Detachable antenna Yes - up to 100 m

Battery Li-Ion - 36h standby Li-Ion - 36h standby Li-Ion - 36h standby
3h - standard voice 3h - standard voice 5h - standard voice

Weight 1.3 kg 1.4 kg 3.2 kg

Size (H x W x D): Transceiver | 170 x 217 x 52 mm 218 x 217 x 52 mm 280 x 228 x 40 mm

Antenna 297 x 399 x 51 mm

Ingress Protection Rating IP-54 IP-54 IP-52 (Transceiver)
IP-66 (Antenna)




EXPLORER™ Series

- an unmatched portfolio of BGAN products...
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