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1. Brief Summary:   
Troubleshooting document for diagnosing a fault with and replacing the flow control valves on the 09 series antennas.  

2. Theory of Operation:   
Flow control valves are used on the 09 series pneumatic damper to restrict the air flow in and out of the unit and provide 
the correct dampening force to the vertical shock isolation assembly of the pedestal. These units are universal between 
the 40, 50 and 6009 antennas.    

3. Troubleshooting:   

Inspect the pneumatic damper to assure that the mounting hardware at each end is not coming loose. Bounce the 
pedestal by applying pressure down on the cross‐level beam and quickly releasing. A whistling sound should be heard as 
air expels out from, and is sucked in through, the flow control valves. The damper should dampen multiple bounce 
oscillations of the equipment (like shocks on a car).  

If the equipment does make multiple oscillations after you bounce it the damper or flow control valves have failed. If you 
cannot press the equipment down at all, the damper or flow control valves have failed.  In either of these cases the flow 
control valves should be the first components changed and the operation of the system should then be retested to verify 
if normal operation has returned. If after replacing the flow control valves normal operation hasn’t returned the damper 
assembly itself is defective and needs to be replaced.     

4. Replacing the Flow Control Valves:   

4.1. Tools.  
 

 ¾” Wrench/Spanner 

 Pipe Thread Sealant/PTFE tape 
 

4.2. Procedure.   

Procedure for replacing the XX09 flow control valves, Sea Tel kit part number: 129976. 

 
*CAUTION:  Power down the pedestal before following this 
procedure.   
 

1. Using a ¾” wrench, remove the flow control valves and 
adapters installed into the side of the pneumatic dampener.  

 

 



Field Service Procedure – Replacement Flow Control Valve Kit, XX09  

Page 2 of 2 

 

Document No 
135270 Rev B 

Copyright © Sea Tel, Inc 2011 - The information contained in this document is proprietary to Sea 
Tel, Inc..  This document may not be reproduced or distributed in any form without prior written 
consent of Sea Tel, Inc.   

 

 
2. Apply 2 or 3 wraps of the pipe thread sealant tape provided 
in the kit onto the flow control valve adapter (brass reducing 
bushing) and install onto the pneumatic dampener.  

 

 
 
3. Using the pipe thread sealant tape provided in the kit apply 
2 or 3 wraps of tape around the “meter” end of each of the 
replacement flow control valves.  

 

 
  
4. Install the replacement flow control valves in the side of the 
pneumatic dampener.  

 

 
 
5. Completed flow control valve assembly.  

 

 

 

 

 


